
Vaillant VRT360f quick set-up guide for installers 

 

Operating mode 
Current room 

temp 

“Program” 
button 

Main function “Click 
and turn knob” 

 Basic Display  
 

Initial set up from first switch on 
 
1. Press and hold “P” button until Spanner symbol is shown 
 
2. “ECO” is displayed, with flashing temperature. Rotate knob anti-clockwise until displayed 
temp is 5° C? 
 
3. Push knob 6 clicks until “DAY :   0” is displayed. Rotate knob clockwise to set current day. 
 
4. Push knob 1 click “MON  :   )” is displayed. Rotate knob clockwise to set current month. 
 
5. Push knob 1 click “YEAR  :  2000” is displayed. Rotate knob clockwise to set current year. 
 
6. Push  “P” button to exit 
 
 
Set the current day 
From basic display push knob 2 clicks “Mo” is flashing. Rotate knob clockwise to set current 
day. 
 
 
Set the hour 
From basic display push knob 3 clicks until “00:” is flashing. Rotate knob clockwise to set 
current hour. 
 
Set the minutes 
From basic display push knob 4 clicks until “:00” is flashing. Rotate knob clockwise to set 
current minute. 
 
Note: Display will stop flashing if no key is pressed after approx 5 seconds, repeat process if 
this occurs. 
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Setting programming periods 
1. From basic display push “P” button once then release, screen below in fig 1.0 is shown with 
flashing “radiator” symbol. 

 
 
 
 
 
 
 
 

 Fig 1.0 
 
2. Push knob one click, “H1” flashes, rotate knob to select heating period 1, 2 or 3. 
 
3. Push knob one click “Mo Tu We Th Fr Sa Su” flashes, leave to select all days of the week 
with the same programming times or rotate knob to select group of days or individual days. 
 
4. Push knob one click “06:” flashes. Rotate knob clockwise to select ON period hours. 
 
5. Push knob one click “:00” flashes.  Rotate knob clockwise to select ON period minutes. 
 
6. Push knob one click “22:” flashes. Rotate knob clockwise to select OFF period hours 
 
7. Push knob one click “:00” flashes.  Rotate knob clockwise to select OFF period minutes 
 
8. Repeat steps 2 to 7 for different day selections. 
 
9. Push “P” to exit 
 
 
Operating modes 
 

 
Timed - heating will operate to the programmed ON and OFF periods. 
 
 
Constant - heating will operate continuously irrespective of programmed times. 
 
 
Setback - heating is operating at the “ECO” temperature 
 

 
OFF - heating is permanently off  
 
Note: The above symbols could be shown together e.g 
ON. 

indicates heating is timed and 

 
Setting the operating mode 
From basic screen press knob one click, clock symbol flashes, whilst symbol is flashing rotate 
knob to select operating mode. Mode is set and symbol will stop flashing after 5 seconds. 
 
Factory reset
Press and hold “P” button and rotating knob for approx 20seconds until all elements of display 
are shown, release buttons, all settings are reset. Room temperature will be displayed after 
approximately 1 minute. 
 
The control is now set-up in its basic form. For more advanced 

features / settings refer to installation manual. 


